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NOTES

3115-1

Thru-board
(shown)

MODEL

-1 indicates gold plated stainless steel all over.
-9 indicates passivated (stainless finish) except in areas where gold plating is required for solderability.

 ∗

P.C. MOUNT

P.C. MOUNT

P.C. MOUNT

P.C. MOUNT

RIGHT ANGLE JACK

STRAIGHT PLUG

STRAIGHT JACK

RIGHT ANGLE PLUG

SMA COAXIAL CONNECTORS

NOTES

3114-1

PC mount

MODEL

NOTES

3148-1

PC mount

MODEL

NOTES

3149-1

PC mount

MODEL

Thru-board
bulkhead

(not shown)

3115B-1 3115EM-1 3115EM-1-1

Edge mount,
.032" board
(not shown)

Edge mount,
.062" board
(not shown)

3114P-1

Bulkhead
PC mount(shown)
(not shown)

18

-1 indicates gold plated stainless steel all over.
-9 indicates passivated (stainless finish) except in areas where gold plating is required for solderability.

 ∗

RECEPTACLE

RECEPTACLE

RECEPTACLE

FLANGE MOUNT JACK

FLANGE MOUNT JACK

FLANGE MOUNT JACK

SMA COAXIAL CONNECTORS

RECEPTACLEFLANGE MOUNT JACK

MODEL 3000-∗

a =

NOTES

b = .590

1.080

non-captive
contact

FLANGE 2 hole

3000CC-∗

1.080

.590

captive
contact

2 hole

NOTES

3215-∗ 3244-2-∗ 3244-2F-∗

captive
contact

solder cup

captive
contact

solder cup

captive
contact

solder cup

MODEL

FLANGE 4 hole 2 hole 2 hole

d = 0.0 .025 0.0

3991A-CC-∗

.475

captive
contact

0.0

.010

2 hole

3244-7-∗

.482

.057

.010

captive
contact

2 hole

3244-6-∗

.550

.125

.010

captive
contact

2 hole

3124-∗

.482

captive
contact

.057

.010

4 hole

3123-∗

.550

captive
contact

.125

.010

4 hole

a =

MODEL

NOTES

b =

c =

FLANGE

MODEL 3204CC-∗ 3204LCC-∗ 3123A-CC-∗ 3124A-CC-∗

a =

NOTES

1.080

b =

1.750 .550

1.560.590 .125

.482

.057

captive
contact

captive
contact

captive
contact

captive
contact

FLANGE 4 hole 4 hole 4 hole 4 hole

3204-∗

1.080

.590

non-captive
contact

4 hole

3244A-6-∗

.125

.550

captive
contact

2 hole
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