
oaxial Components Corp. oaxial Components Corp.

FOR FLEXIBLE CABLE

CABLE

7552-3-∗ 7552-5-∗MODEL

RG178, 196/URG174, 188,
316/U

NOTES
non-captive

contact
crimp clamp

non-captive
contact

crimp clamp

MODEL

CABLE

NOTES

7551-3-∗ 7551-5-∗
RG178,
196/U

RG174, 188,
316/U

non-captive
contact
crimp or
solder

FOR FLEXIBLE CABLESTRAIGHT PLUG

RIGHT ANGLE PLUG

MODEL

CABLE

NOTES

FOR FLEXIBLE CABLE

7090C-3-∗ 7090C-5-∗ 7090-3-∗
RG178,
196/U

RG174, 188,
316/U

RG174, 188,
316/U

7090-5-∗
RG178,
196/U

crimp crimp solder solder

FOR SEMI-RIGID OR ULTRA-FLEX CABLE

CABLE

7260-2-∗ 7210-3-∗MODEL

RG405
.085

M17/151
.047

M17/154
.034

7210-42C-∗

SSMA COAXIAL CONNECTORS
FOR SEMI-RIGID & FLEXIBLE CABLES

STRAIGHT JACK

BULKHEAD JACK

Dim A: .400.525 .525.400

24

non-captive
contact
crimp or
solder

captive
contact
crimp or
solder

captive
contact
crimp or
solder

7003-3-∗ 7003-5-∗
RG178,
196/U

RG174, 188,
316/U

7004-3-∗ 7004-5-∗
RG178, 196/URG174, 188,

316/U

captive
contact

crimp clamp

captive
contact

crimp clamp

∗
XX -SEE NOTE ON SPECIFICATION SHEET FOR PERFORMANCE, MATERIAL AND MOUNTING HOLE SIZE;

-1 indicates gold plating, -9 indicates passivated (stainless finish) except in areas where gold plating is required for solderability.

captive
contact
crimp or
solder

7551-29-∗
RG188DS,

316DS

FREQUENCY: DC- 18GHz VSWR (max.) 1.05+.005f(GHz)

FREQUENCY: DC - 18 GHz VSWR (max) 1.05+.01f(GHz)

VSWR TYPICALLY 2:1

RIGHT ANGLE
MALE TO MALE

RIGHT ANGLE
FEMALE TO FEMALE

BULKHEAD FEMALE TO
FEMALE HERMETIC SEALED

RIGHT ANGLE
MALE TO FEMALE

FEMALE - FEMALE - FEMALE FEMALE - MALE - FEMALE MALE - FEMALE - MALE

MALE TO MALE FEMALE TO FEMALE FEMALE TO FEMALE
WITH KNURL

MALE TO FEMALE

3218-∗ 3217-∗ 3125-∗ 3216-∗

3209A-∗ 3132-∗ 3145-∗

3912-∗

BULKHEAD FEMALE
TO FEMALE

2 HOLE FLANGE MOUNT
FEMALE TO FEMALE

4 HOLE FLANGE MOUNT
FEMALE TO FEMALE

RADIUS (SWEPT)
MALE TO FEMALE

3085-∗ 3119-∗ 3208A-∗

3219A-∗ 3086-∗ 3087-∗ 3163-∗

-1 indicates gold plated stainless steel all over.
-9 indicates passivated (stainless finish) except in areas where gold plating is required for solderability.
 For Reverse Polarized, add “RP” to part number, for Reverse Threaded add “RT” to part number.  (In both cases, the body material is brass).

 ∗

SMA INTRA SERIES ADAPTERS

3216Q-∗
FEMALE TO MALE

SLIDE- ON

21

.295

ADDITIONAL ADAPTER TYPES (NOT SHOWN), ARE USUALLY AVAILABLE FROM STOCK. PLEASE CONTACT COAXICOM.




