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BNC  INTRASERIES ADAPTERS & PROTECTIVE CAPS

MALE CAP

NOTES

MODEL

DIM A: .55

DIM B:

DIM C:

2.25

.144

.70

FEMALE CAP DUST CAP

2230-∗
.66

2.25

.144

2230-∗-C 2228-∗
.58

2228-∗-C

SHORTING AND DUST CAP

NOTE: Female shorting caps are also available.

BULKHEAD MOUNTING

ISOLATED BULKHEAD MOUNTING

NOTES

MODEL

DIM A: 1.55

DIM B:

Max. Panel

.85

.276

1.40

2208-∗
1.53

.88

2209A-∗ -1A 2209A-∗ -1B

1.28

2209A-∗ -1C

.88 .79

.315 .217.315

MODEL

isolated
from ground

Max. Panel

2209AI-∗ -1C 2209AI-∗ -1A

.177.217

NOTES: isolated
bushing

∗-1 indicates gold plating, -4 indicates silver plating, -7 indicates nickel plating.

 For 75 Ohms, insert -75 after basic part number. (Example: 2209A-7-1C-75)

FEMALE TO FEMALE ADAPTER

FEMALE TO FEMALE ADAPTER

 For 75 Ohms, insert -75 after basic part number. (Example: 2209A-7-1C-75)

58

hermetic
silver

contact

gold
plated
contact

gold
plated
contact

gold
plated
contact

STRAIGHT MALE
CHASSIS JACK RECEPTACLE

8725-∗ 8740-∗
STRAIGHT MALE

CHASSIS JACK RECEPTACLE
STRAIGHT MALE

RECEPTACLE
PRINTED CIRCUIT

8730-∗
RIGHT ANGLE MALE

RECEPTACLE
PRINTED CIRCUIT

8731-∗

Available with Offset Bracket
Upon Request

Available with Offset Bracket
Upon Request

MALE TO MALE TO MALE

8728-∗

75 ΩΩΩΩΩ SCREW-ON TYPE
CONNECTORS, ADAPTERS & TERMINATION

ADAPTERS AND TERMINATION

BULKHEAD MOUNTED
STRAIGHT MALE JACK TO JACK

ADAPTER

8811-∗

Nut in Front of Panel Nut in Back of Panel

STRAIGHT MALE
CABLE JACK

8722-XX-∗

Clamp for Flexible Cable
Solder/Clamp for Cable Groups 30 & 31

STRAIGHT FEMALE
CABLE PLUG

8723-XX-∗

Clamp for Flexible Cable
Solder/Clamp for Cable Groups 30 & 31

8724-XX-∗
STRAIGHT MALE

BULKHEAD CABLE JACK

Clamp for Flexible Cable
Solder/Clamp for Cable Groups 30 & 31

8726-XX-∗
RIGHT ANGLE FEMALE

CABLE PLUG

Clamp for Flexible Cable
Solder/Clamp for Cable Groups 30 & 31

STRAIGHT MALE
BULKHEAD CABLE JACK

8734-XX-∗

RIGHT ANGLE FEMALE
CABLE PLUG

8736-XX-∗

8732-XX-∗
STRAIGHT MALE

CABLE JACK

8733-XX-∗
STRAIGHT FEMALE

CABLE PLUG

FEMALE PLUG
RESISTIVE TERMINATION

(1/2 W, 5%)

8705F-75-1

51

Crimp Type Crimp Type

Crimp Type Crimp Type

FEMALE TO FEMALE TO
FEMALE

8729-∗

XX SEE NOTE ON SPECIFICATION SHEET FOR CABLE GROUPS, MATERIAL, FINISH CODES.

∗ 1 indicates gold plating, -7 indicates nickel plating.   NOTE: Bulkhead models are designed for use with .093” max. thick panel.

MODEL

NOTES
with
bead
chain

2230F-∗ 2113F-7

without
bead
chain

dust cap
without bead

chain

shorting cap
without chain,
silver plated

contact

dust cap with
bead chain

shorting cap
with chain,
silver plated

contact




